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Constmcﬁon Details

© 1. Use existing handhole. Remove existing triple micro loop probe lead-in cable and cap
. detector sleeve. '

RIGHT OF WAY LINE

2. Use existing conduit. R=move existing triple micro loop probe lead-in cable.
o 3. Use existing handhole. Remove existing triple micro loop probe lead-in cable.
! 4. Use existing handhole, Remove existing triple micro loop probe lead-in cable.
Equipment List ‘A’
ipment i i d By the SHA
Equipment to be supplied and installe
Easylock Comnector
Terra Interface Panel
Terra Access Point
Tip to Tap VF Cable-BIU

5. Use existing conduit. Remove existing triple micro loop probe lead-in cable.

6. Use existing strain pole. Remove exiétijlg':triplle micro loop probe lead-in cable.
Install proposed video detection camera and lead-in cable. '
Equipment List ‘B’

7. Use existing span wire. Remove existing triple micro loop probe lead-in cable.
Equipment to e firmished arid installed by the Contractor.

Install proposed video detection lead-in cable.

/'
Tip to Tap UF Cable-Hardwire . 8. Use existing strain pole. Install proposed video detection camera and lead-in cable.
Terra Field Ethernel Adapter ! . , _ ] )
QUANTITY DESCRIPTION - 9. Use existing span wire. Install proposed video detection ead-in cable.
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1 EA MAINTENANCE OF TRAFFIC CMOPLASTIC PAVEMENT 10. Use existing strain pole. Remove existing triple micro loop probe lead-in cable.
25 LF 54 INCH WHITE LEAD FREE REFLECTIVE THE Install proposed video detection lead-in cables.
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35 LF REMOVAL OF EXISTING PERMANENT PAVEMENT LINE MARKINGS ANY WIDTH 11. Use existing conduit. Remove existing triple micro loop probe lead-in cable.
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L |  CAMERA & CONTROLLER CRBLES UP TO 500 LF e 12. Use existing handholg. Remove existing triple micro loop probe lead-in cable.
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